Four-indent crimping tool ,,SelectorCrimp“
A R E N N ST E l G Special hand tool for crimping turned
male and female contacts

. Indenter geometry according to
M22520/7-01

. Relevant crimp depth set by an
8-position selector

Selector settings according to

MIL22520/7-01

. A multi-position interchangeable locator,
adaptable to the appropriate contact
type, ensures the correct position of the
particular contact to be crimped

. Existing turrets according to MIL22520/7-

01 fit to the tool

Go- Nogo gauge for accurate calibration

according to MIL22520/3-03 standard

available

. Forced locking system and synchronous
drive of indenters for highly reliable

crimp connections
. Optimized opening width
Ergonomic design and reduced
handforce
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Adapter ring Adapter ring
for positioner = for positioner

to MIL to MIL
22520/1-01 22520/1-01
and MIL and Rennsteig
22520/2-01 locators
with up to
double the
capacity

RENNSTEIG MIL22520 TRADITIONAL CRIMP TOOL - Germany

Stock No. Item MIL Ref. Airbus Ref | GAWG Jmm? W (g) (r?{nl;)
008-500-01 8758 000 6 | M22520/1-01 | AIPI07-03-001 | 26-12 0.14-3.2 560 | 175
008-500-02 8738 000 6 | M22520/2-01 | AIPI07-03-001 | 32-20 | 0.03t0 0.56 | 300 175
008-500-07 8728 000 6 | M22520/7-01 | AIP107-03-001 | 28-16 | 0.08t0o 1.3 | 300 | 230

 Crimp indent adjustment by 8-postion selector according to M22520
» Can be used with DMC® positioners and turrets





